VASTRA

' SUPPLY CHAIN, LLC

LOGISTICS + ENGINEERED 3PL SITES » SUB-ASSEMBLY

ULD — Unit Load Device Air Container Specifications

Standard ULD Containers for 747F, 747 Combo, and 777 (center load) Aircraft

Lower Deck Containers Main Deck Containers
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IATA ULD Code AMU IATA ULD Code AMD contoured IATA ULD Code AGA 20ft Box Container
Rate Class Type 2BG Rate Class Type 2H Rate Class Typel

Description Lower deck, full width Description Main deck, upper contoured Description Main deck, solid door
Aircraft 747F, 777F (center load) Aircraft 747F, 777F (center load) Aircraft 747F, 777F (center load)
Max Gross Weight 5,035 kg (11,100 Ibs) Max Gross Weight 6,800 kg (14,490 |bs) Max Gross Weight 11,340 kg (25,000 lbs)
AS1825 volume  15.9m’ (561 ft’) AS1825 volume  21.2m° (750 ft)) AS1825 volume  33.7m’ (1,190 ft’)
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IATA ULD Code XAW P1P IATA ULD Code PGA 20ft flat pallet w/net IATA ULD Code PGA 20ft flat pallet w/net
Rate Class Type 5 Rate Class Type 1 Rate Class Typel

Description Lower Deck, flat pallet Description Main deck pallet, squared off Description Main deck pallet, squared off
Aircraft 747F, 777F (center load) Aircraft 747F, 777F (center load) Aircraft 747F, 777F (center load)

Max Gross Weight 5,000 kg (11,100 Ibs)
AS1825 volume 14.0m® (495 ft®)

Max Gross Weight
AS1825 volume

11,340 kg (25,000 Ibs)
33.7m’ (1,190 ft®)

Max Gross Weight
AS1825 volume

11,340 kg (25,000 lbs)
39.6m* (1,400 ft’)




